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J-TOWversa3 
 

 

 

 

 

 

 

one shear pin for operating B737 -300 to -900 / Max-7/ -8/ -8200/ -9/ -10 and A320 / A320neo family at different 

shear protection values! Fast and easy convertible by locking shear pin in up or down position. Further aircraft 

(see “aircraft applications”) can be operated by just replacing dedicated shear pins. No tools required! 

 

      shear pin up:            shear pin down:                        converting towbar from A320 to B737   

configuration    configuration        configuration         configuration 
B737 -800 /-900 / MAX-8 /               B737-300 to -700 / MAX-7       A320, SSJ100, A220,                                    B737 
-8200/ -9 / -10                                  A320 / A320neo family            E2, C919, MC21 
 

standard features: 

▪ 1xPush/Pull and 1xTorque shear pin mounted, 

replaceable without using tools (add. as spare  

parts incl.: 2xPush/Pull and 2xTorque shear pins) 

▪ 1xRetaining pin, replaceable without using tools 

▪ FOD-Protection device: 

no shear pin debris will be lost in case of shear  

pin fracture! 

▪ clamp-adapter to adjust aircraft to attend 

▪ automatic locking mechanism 

▪ revolving tow head  10° 

(required for A318/A319/A320/A321  

due to NLG at 9°angle) 

▪ air-inflated tires 

▪ hydraulically height adjustable undercarriage 

▪ Steel tube 

▪ Skydrol resistant paint Standard colors:  

yellow RAL 1007 (tube),  

black RAL 9004 (undercarriage) 

 

documentation: 

▪ Technical manual incl. illustrated spare parts list 

▪ COC Certificate of Conformity 

▪ CE Declaration of Conformity (if applicable) 

net weight: 

232 kg / 511 lbs 

 

 

 

 

 

 

This towbar is also available with several options, 

as well as with alternative single position 

shearpins; please refer to the second page for 

further details. 

 

 

shipping information incl. packing: 
approx. 

weight 

approx. shipping dims 

l x w x h 

approx. 

volume 

[kg] 

348 

[mm] 

5230 x 1050 x 965 

[m³] 

5,3 

[lbs] 

767 

[inch] 

206 x 41 x 38 

[ft³] 

187 
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                                          aircraft type 
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 standard: rigid toweye  

rev. tow eye with 
shock absorber 

BA ○ ○ ○ ○ ○ ○ ○ ○ 

revolving 
tow eye 

BP ○ ○ ○ ○ ○ ○ ○ ○ 

u
n
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e
 

standard: rigid axis  

floating axle BV ○ ○ ○ ○ ○ N/A ○ ○ 

split under-
carriage for more 
ground clearance 

BDA ○ ○ ○ ○ ○ • N/A ○ 

higher under-
carriage 

BC1 ○ ○ ○ ○ ○ N/A • ○ 

tu
b

e
-c

o
lo

r standard: RAL 1007  

customized tube-
color 

B-RAL ○ ○ ○ ○ ○ ○ ○ ○ 
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standard: ø300 air inflated  

Ø300 punct.-
proof (full 

rubber) tires 
R3 ○ ○ ○ ○ ○ ○ ○ ○ 

Ø400 air inflated 
tires 

R3-4 
○ 

requires 
opt. BDA 

○ 
requires 
opt. BDA 

○ 
requires 
opt. BDA 

○ 
requires 
opt. BDA 

○ 
requires 
opt. BDA 

N/A ○ 
○ 

requires 
opt. BDA 

Ø400 punct. 
proof (full 

rubber) tires 
R3-4V 

○ 
requires 
opt. BDA 

○ 
requires 
opt. BDA 

○ 
requires 
opt. BDA 

○ 
requires 
opt. BDA 

○ 
requires 
opt. BDA 

N/A ○ 
○ 

requires 
opt. BDA 

 Other towbar lengths available upon request  

 

 standard basic configuration of towbar 
supplemental sets for add aircraft = starter kits 

consisting of: box with below shear/torque/retaining pins, 
2x labels aircraft type, label aircraft application 
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 104086 104227 105448 105932 106586  

shearpin DOUBLE position 
push/pull 

standard pin alternate shearpins for add aircraft types:  

AN1:  20-01070-0020-022 N/A N/A N/A N/A N/A  

alternative SINGLE/down 
position shearpin for 

dedicated aircraft push/pull 

20-01100-
0020-022 

20-01100-
0020-022 

20-01110-
0020-122 

20-01130-
0020-022 

20-01080-
0020-022 

20-01440-
0020-022 

20-01040-
0020-022 

20-01120-
0020-022 

 

A2 A2 N2 AP2 BC BJ BA BE  

torque pin 

standard pin alternate torque pins for add aircraft types:  

20-00730-0020-022 
20-00730-
0020-022 

20-01080-
0020-025 

20-01440-
0020-025 

20-01040-
0020-025 

20-01120-
0020-025 

 

A1 A1 BD BK BB BF  

retaining pin 

standard pin alternate retaining pins for add aircraft types:  

20-01070-0020-021 
20-01130-
0020-021 

20-01080-
0020-021 

20-01440-
0020-021 

20-01040-
0020-021 

20-01120-
0020-021 

 

A1-FB AP1-FB BC-FB BJ-FB BA-FB BE-FB  

legend:  

O= possible options for purchase (only one option possible per category, exception: MC-21 Option BC1 + BV possible) 

⚫= required 
BDA = required for E2-operations to achieve requested ground clearance 

N/A = not available / not applicable 

Ø 400mm tires are only allowed in combination whit split undercarriage (BDA) to fulfill ground clearance 
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